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TUGBOAT
Shallow-Draft

DIMENSIONS

LENGTH OVERALL 19,00 m

BEAM OVERALL 7,70 m

DEPTH AT SIDES 3,58 m

DRAFT (DESIGN/MAX) 2,25 m / 2,85 m

FUEL OIL CAPACITY 25.700 liters

F. WATER CAPACITY 13.000 liters

SEWAGE CAPACITY 2.900 liters

GENERAL FEATURES

BASIC FUNCTIONS Towing, Pushing, Harbour Duties

CLASSIFICATON Bureau Veritas

SPEED (CRUISE/MAX) 10.0 / 12.0 knots

CAPACITY 4 Pax / 4 Crew

MACHINERY

MAIN ENGINE YANMAR 610
CAT C32  

POWER 2x 829 hp @ 1.800 rpm
2x 1600 hp @ 2.200 rpm

DRIVE 2x Twindisc / ZF

PROPULSION FPP in Nozzles

AUX. ENGINE CAT C2.2 or C4.4

VENTILATION 24 V 15.000 m3/h

AIR CONDITIONING Split Type Low Maintenance

TUGBOAT
Shallow-Draft
TB 1908 
SERIES

HULL

A-Grade
Steel

LENGHT

19,00
meter

PROPULSION
FPP in nozzles
up to 3200 hp

CAPACITY

4 Pax
4 Crew
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BP

up to
40 ton

CRANE

up to 
10 t/m

NEW
UNDER CONSTRUCTION



DIMENSIONS

LENGTH OVERALL 20,00 m

BEAM OVERALL 7,60 m

DEPTH AT SIDES 3,30 m

DRAFT (DESIGN/MAX) 3,00 / 3,40 m

FUEL OIL CAPACITY 25.000 liters

F. WATER CAPACITY 2.900 liters

SEWAGE CAPACITY 2.000 liters

MACHINERY

MAIN ENGINE Caterpillar C32

POWER 2x 1200 hp @ 2200 rpm / 

GEARBOX 2x Twindisc / ZF

PROPULSION Kaplan Type FPP in Nozzles

AUX. ENGINE 2x 35 kW Triphase

VENTILATION 220V 24000 m3/h

AIR CONDITIONING 4x Chilled Water System

GENERAL FEATURES

BASIC FUNCTIONS Towing, Pushing, Harbour Duties

CLASSIFICATON Bureau Veritas

SPEED (CRUISE/MAX) 10.0 / 12.0 knots

BP (SUSTAINED/MAX) 25 / 30 ton

TUGBOAT

TUGBOAT
TB 2008 
SERIES

BP

up to
30 ton

HULL

A-Grade
Steel

LENGHT

20 
meter

POWER

up to
2 x 1200 hp

SPEED

up to
12 knots

PROPULSION

FPP
in Nozzles



DIMENSIONS

LENGTH OVERALL 17,00 m

BEAM OVERALL 6,80 m

DEPTH AT SIDES 2,97 m

DRAFT (DESIGN/MAX) 2,00 / 2,25 m

FUEL OIL CAPACITY 16.000 liters

F. WATER CAPACITY 5.000 liters

SEWAGE CAPACITY 1.600 liters

MACHINERY

MAIN ENGINE Caterpillar C32

POWER 2x 1200 hp @ 1800 rpm / 

GEARBOX 2x Twindisc / ZF

PROPULSION 1800 mm. Dia  FPP in Nozzles

AUX. ENGINE 2x 27 kW Triphase

VENTILATION 24V 19800 m3/h

AIR CONDITIONING 2x Chilled Water System

GENERAL FEATURES

BASIC FUNCTIONS Towing, Pushing, Harbour Duties

CLASSIFICATON Bureau Veritas

SPEED (CRUISE/MAX) 10.0 / 12.0 knots

BP (SUSTAINED/MAX) 20 / 30 ton

8,583m³
5,882m³

1,359m³

4,801m³2,235m³ 3,192m³

1,359m³

5,882m³

FUEL TANK

BALLAST TANK

BALLAST TANK
FUEL TANK

T01

T02

T03

T04

BILGE TANK
T05

SEWAGE TANK
T06

TANK

T07
TANK
T08 FORE PEAK TANK

T09

8,583m³

TUGBOAT

TUGBOAT
TB 1707 MP 
SERIES

BP

up to
30 ton

HULL

A-Grade
Steel

LENGHT

17 
meter

POWER

up to
2 x 1200 hp

SPEED

up to
12 knots

PROPULSION

FPP
in Nozzles



DIMENSIONS

LENGTH OVERALL 17,00 m

BEAM OVERALL 7,70 m

DEPTH AT SIDES 3,10 m

DRAFT (DESIGN/MAX) 2,00 / 2,25 m

FUEL OIL CAPACITY 16.000 liters

F. WATER CAPACITY 5.000 liters

SEWAGE CAPACITY 1.600 liters

MACHINERY

MAIN ENGINE Caterpillar C32

POWER 2x 1200 hp @ 1800 rpm / 

GEARBOX 2x Twindisc / ZF

PROPULSION 1800 mm. Dia  FPP in Nozzles

AUX. ENGINE 2x 27 kW Triphase

VENTILATION 24V 19800 m3/h

AIR CONDITIONING 2x Chilled Water System

GENERAL FEATURES

BASIC FUNCTIONS Towing, Pushing, Harbour Duties

CLASSIFICATON Bureau Veritas

SPEED (CRUISE/MAX) 10.0 / 12.0 knots

BP (SUSTAINED/MAX) 20 / 30 ton
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WHEELHOUSE

ST-GR ROOM
ENGINE ROOM
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AFT FW BALLAST TANK T01
4.176 m^3

AFT FW BALLAST TANK T02
4.176 m^3

D.OIL TANK T03
7.287 m^3 D.OIL

TANK T05
4.072 m^3

D.OIL TANK T04
7.287 m^3

D.OIL
TANK T06
4.072 m^3

FW BALLAST TANK T07
2.774 m^3

FW BALLAST TANK T09
7.454 m^3

FW BALLAST TANK T08
2.774 m^3

SEWAGE
TANK T10
1.581 m^3

BILGE
TANK T11
1.581 m^3

FW TANK T12
8.438 m^3

FORE PEAK
VOID SPACE
T13
1.660 m^3

STEEL-CONCRETE SOLID
BALLAST TANK T14

1.189 m^3

DOWN

TUGBOAT

TUGBOAT
TB 1708 
SERIES

BP

up to
30 ton

HULL

A-Grade
Steel

LENGHT

17 
meter

POWER

up to
2 x 1200 hp

SPEED

up to
12 knots

PROPULSION

FPP
in Nozzles



DIMENSIONS

LENGTH OVERALL 15,20 m

BEAM OVERALL 5,80 m

DEPTH AT SIDES 2,40 m

DRAFT (DESIGN/MAX) 1,60 / 2,20 m

FUEL OIL CAPACITY 11.500 liters

F. WATER CAPACITY 2.150 liters

SEWAGE CAPACITY 1.600 liters

MACHINERY

MAIN ENGINE Caterpillar C18

POWER 2x 715 hp @ 1900 rpm

GEARBOX 2x Twindisc / ZF

PROPULSION 1300 mm Dia. FPP in Nozzles

AUX. ENGINE Caterpillar C2.2 - 16 ekW

VENTILATION 24V 16800 m3/h

AIR CONDITIONING 2x Chilled Water System

GENERAL FEATURES

BASIC FUNCTIONS Towing, Pushing, Harbour Duties

CLASSIFICATON Bureau Veritas

SPEED (CRUISE/MAX) 10.0 / 12.0 knots

BP (SUSTAINED/MAX) 16 / 18 ton

TUGBOAT

TUGBOAT
TB 1506 
SERIES

BP

up to
17 ton

HULL

A-Grade
Steel

LENGHT

15 
meter

POWER

up to
2 x 715 hp

SPEED

up to
12 knots

PROPULSION

FPP
in Nozzles
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FIFI  TUGBOAT

FIFI
TUGBOAT
TB 1505 FIFI
SERIES

BP

up to
10 ton

HULL

A-Grade
Steel

LENGHT

14,95 
meter

POWER
up to

2 x 455 hp

SPEED

up to
12 knots

PROPULSION

FPP
Open
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MACHINERY

MAIN ENGINE Cummins   QSM11

POWER 2x 455 hp @ 1300 rpm / 

GEARBOX 2x Twindisc / ZF

PROPULSION 1800 mm. Dia  FPP in Nozzles

AUX. ENGINE 2x 27 kW Triphase

VENTILATION 24V 19800 m3/h

AIR CONDITIONING 2x Chilled Water System

DIMENSIONS

LENGTH OVERALL 14,95 m

BEAM OVERALL 5,00 m

DEPTH AT SIDES 2,21 m

DRAFT 1,70 m

FUEL OIL CAPACITY 11.500 Liters

F. WATER CAPACITY 2.900 Liters

SEWAGE CAPACITY 600 Liters

GENERAL FEATURES

BASIC FUNCTIONS Tug, Mooring, Pusher, Fire Fighter

CLASSIFICATON Bureau Veritas (optional)

SPEED (CRUISE/MAX) 8.0 / 12.0 knots

BP 10 ton



DIMENSIONS

LENGTH OVERALL 12,78 m

BEAM OVERALL 4,68 m

DEPTH AT SIDES 1,95 m

DRAFT (DESIGN/MAX) 1,80 / 2,40 m

FUEL OIL CAPACITY 4.000 liters

F. WATER CAPACITY 500 liters

SEWAGE CAPACITY 500 liters

MACHINERY

MAIN ENGINE Volvo Penta D13

POWER 2x 600 hp @ 1900 rpm

GEARBOX 2x Twindisc / ZF

PROPULSION 1150 mm Dia. FPP in Nozzles

AUX. ENGINE 19 kW Single Phase

VENTILATION 24V 10800 m3/h

AIR CONDITIONING Split Type Low Maintenance

GENERAL FEATURES

BASIC FUNCTIONS Towing, Pushing, Harbour Duties

CLASSIFICATON Bureau Veritas

SPEED (CRUISE/MAX) 9.0 / 11.0 knots

BP (SUSTAINED/MAX) 10 / 13 ton

MOORING BOAT

MOORING BOAT
MR 1305 
SERIES

BP

up to
13 ton

HULL

A-Grade
Steel

LENGHT

13 
meter

POWER

up to
2 x 600 hp

SPEED

up to
11 knots

PROPULSION

FPP
in Nozzles



NEW DESIGN
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MOORING BOAT

DIMENSIONS

LENGTH OVERALL 14,95 m

BEAM OVERALL 5,00 m

DEPTH AT SIDES 2,35 m

DRAFT (DESIGN/MAX) 1,00 m / 1,20 m

FUEL OIL CAPACITY 3.600 liters

F. WATER CAPACITY 700 liters

SEWAGE CAPACITY 700 liters

GENERAL FEATURES

BASIC FUNCTIONS Towing, Pushing, Pilot, Crew Transfer, 
Patrol Duties

CLASSIFICATON Bureau Veritas (optional)

SPEED (CRUISE/MAX) 10.0 / 12.0 knots

CAPACITY 6 Pilots / 2 Crew

MACHINERY

MAIN ENGINE Cummins QSL9

POWER 2x 450 hp @ 2.100 rpm

DRIVE 2x Twindisc / ZF

PROPULSION FPP

AUX. ENGINE Onan MDKDR - 17,5 kW

VENTILATION 24 V 1500 m3/h

AIR CONDITIONING Split Type Low Maintenance

MOORING BOAT

HULL WHEELHOUSE

A-Grade
Steel

5083 
Aluminum

LENGHT

14,95
meter

SPEED

up to
12 knots

PROPULSION

FPP
2 x 450 hp

CAPACITY

6 Pilot
2 Crew
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MR 1500
SERIES



DIMENSIONS

LENGTH OVERALL 9,95 m

BEAM OVERALL 4,60 m

DEPTH AT SIDES 2,20 m

DRAFT (DESIGN/MAX) 1,50 / 2,00 m

FUEL OIL CAPACITY 2.000 Liters

F. WATER CAPACITY N/A

SEWAGE CAPACITY N/A

MACHINERY

MAIN ENGINE Cummins QSL9

POWER 2x 405 hp @ 2100 rpm

GEARBOX 2x Twindisc / ZF

PROPULSION 1150 mm Dia. FPP in Nozzles

AUX. ENGINE N/A

VENTILATION 24V 7200 m3/h

AIR CONDITIONING Split Type Low Maintenance

GENERAL FEATURES

BASIC FUNCTIONS Mooring, Line Handling

CLASSIFICATON Bureau Veritas (optional)

SPEED (CRUISE/MAX) 8.0 / 10.0 knots

BP (SUSTAINED/MAX) 8 / 10 ton

MOORING BOAT

MOORING BOAT
MR 1000 XL 
SERIES

BP

up to
10 ton

HULL

A-Grade
Steel

LENGHT

9,90 
meter

POWER

up to
2 x 450 hp

SPEED

up to
10 knots

PROPULSION

FPP
in Nozzles



DIMENSIONS

LENGTH OVERALL 9,90 m

BEAM OVERALL 4,20 m

DEPTH AT SIDES 1,70 m

DRAFT 1,00 m

FUEL OIL CAPACITY 1.000 Liters

F. WATER CAPACITY N/A

SEWAGE CAPACITY N/A

MACHINERY

MAIN ENGINE Cummins QSL9

POWER 1x 450 hp @ 2100 rpm

GEARBOX Twindisc / ZF

PROPULSION 900 mm Dia. FPP in Nozzles

AUX. ENGINE N/A

VENTILATION 24V 7200 m3/h

AIR CONDITIONING Split Type Low Maintenance

GENERAL FEATURES

BASIC FUNCTIONS Mooring, Line Handling

CLASSIFICATON Bureau Veritas (optional)

SPEED (CRUISE/MAX) 8.0 / 10.0 knots

BP 4 ton

MOORING BOAT

MOORING BOAT
MR 1000
SERIES

BP

up to
3 ton

HULL

A-Grade
Steel

LENGHT

9,90 
meter

POWER

up to
1 x 450 hp

SPEED

up to
10 knots

PROPULSION

FPP
Open
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MACHINERY

MAIN ENGINE Caterpillar C18

POWER 2x 715 hp @ 1800 rpm / 

GEARBOX 2x Twindisc / ZF

PROPULSION 1800 mm. Dia  FPP in Nozzles

AUX. ENGINE 2x 27 kW Triphase

VENTILATION 24V 19800 m3/h

AIR CONDITIONING 2x Chilled Water System

DIMENSIONS

LENGTH OVERALL 14,85 m

BEAM OVERALL 5,75 m

DEPTH AT SIDES 2,30 m

DRAFT 1,50 m

FUEL OIL CAPACITY 15.450 Liters

F. WATER CAPACITY 2.900 Liters

SEWAGE CAPACITY 600 Liters

GENERAL FEATURES

BASIC FUNCTIONS Tug, Mooring, Pusher

CLASSIFICATON Bureau Veritas (optional)

SPEED (CRUISE/MAX) 8.0 / 10.0 knots

BP 10 ton

PUSHER BOAT
Shallow-Draft

PUSHER BOAT
Shallow-Draft
PS 1506 V1
SERIES

BP

up to
10 ton

HULL

A-Grade
Steel

LENGHT

14,85 
meter

POWER

up to
2 x 715 hp

SPEED

up to
10 knots

PROPULSION

FPP
Open
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PUSHER BOAT
Shallow-Draft

BP

up to
10 ton

HULL

A-Grade
Steel

LENGHT

14,95 
meter

POWER
up to

2 x 450 hp

SPEED

up to
10 knots

PROPULSION

FPP
Open
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MACHINERY

MAIN ENGINE Cummins QSL9

POWER 2x 450 hp @ 1300 rpm / 

GEARBOX 2x Twindisc / ZF

PROPULSION 1800 mm. Dia  FPP in Nozzles

AUX. ENGINE 2x 27 kW Triphase

VENTILATION 24V 19800 m3/h

AIR CONDITIONING 2x Chilled Water System

DIMENSIONS

LENGTH OVERALL 14,95 m

BEAM OVERALL 5,00 m

DEPTH AT SIDES 2,30 m

DRAFT 1,60 m

FUEL OIL CAPACITY 6500 Liters

F. WATER CAPACITY 2.900 Liters

SEWAGE CAPACITY 600 Liters

GENERAL FEATURES

BASIC FUNCTIONS Tug, Mooring, Pusher

CLASSIFICATON Bureau Veritas (optional)

SPEED (CRUISE/MAX) 8.0 / 10.0 knots

BP 10 ton

PUSHER BOAT
Shallow-Draft
PS 1506
SERIES



IN-STOCK
OPTIONS

Available online
SCAN  QR-CODE

Aydınlı mahallesi, Esenlik sokak no:3, 34953 
Tuzla / İstanbul - TURKIYE

www.loydshipyard.com
info@loydshipyard.com

Marketing Phone
+90 532 598 32 32

Office Phone
+90 216 393 33 28


